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Model: 360105-CPD-0011 

 
 
4.2 Dimension and Configuration 

   

Radome  Fiberglass φ144*660mm 

Standard color Black polished 

Lighting Light can be on 

Configurations 

Lamp cap: CPD-0011 

Dimensions of antenna pole: φ144*660mm 

With pedestal and expansion screw 

Elevation angle 8°~23° 

Connector Type With cable 

Dimension Total height: 870mm. The detailed dimensions is 

as follow:  

 

 



4.3 Dimensions of diagram 

  

        

 

 

 

 

 

 

 

4.4 Installation Steps 

   

 

 

 

 

 

 

 

 

 

 

 

 

Lampshade 

Fix lamp-chimney 
Screw M4×10  

Energy-saving 

lamp cap and yellow grounding wire 

4-φ4 drainage hole 

 

M10 nut 
Elastic washer 

Flat washer 
M10 expansion bolt 

    Yellow ground wire 

 
Cable 

Pedestal 

Antenna rod 

 

1 Installation of energy saving lamp 
① Take apart the lampshade and then install the energy saving lamp on the top of antenna rod 

(make sure the light is on) 
② Cover the lampshade and fasten with screw 
2. Installation of Lawn Lamp 

Install the street lamp on the cement floor then fasten with the expansion screw  
3. Install power line and cable as the illustration 
4. Three pieces of M10 nut, spring washer, flat washer, M10 expansion screw and M4*10 screw 
 


